TARGET DEFINED:
IPv4 subinterfaces not supported:
root@sonic:/#  gnmi_cli -insecure -logtostderr  -address 100.94.113.105:8080 -with_user_pass -query_type s -target OC-YANG -q /openconfig-interfaces:interfaces/interface[name=*]/subinterfaces/subinterface[index=*]/openconfig-if-ip:ipv4/addresses
username: admin
password: E0515 07:20:28.258062     150 gnmi_cli.go:249] sendQueryAndDisplay(ctx, {Addrs:[100.94.113.105:8080] AddressChains:[] Target:OC-YANG Replica:0 UpdatesOnly:false Queries:[[openconfig-interfaces:interfaces interface[name=*] subinterfaces subinterface[index=*] openconfig-if-ip:ipv4 addresses]] Type:stream Timeout:30s NotificationHandler:<nil> ProtoHandler:<nil> Credentials:0xc00029d680 TLS:0xdff1c0 Extra:map[] SubReq:<nil> Streaming_type:TARGET_DEFINED Streaming_sample_int:0 Heartbeat_int:0 Suppress_redundant:false}, &{PollingInterval:30s StreamingDuration:0s Count:0 countExhausted:false Delimiter:/ Display:0x8f62a0 DisplayPrefix: DisplayIndent:   DisplayType:group DisplayPeer:false Timestamp: DisplaySize:false Latency:false ClientTypes:[gnmi]}):
        rpc error: code = InvalidArgument desc = Subscribe operation failed with error =Subinterfaces not supported
]

Adding and removing IPv4 address:
root@sonic:/# gnmi_cli -insecure -logtostderr  -address 100.94.113.105:8080 -with_user_pass -query_type s -target OC-YANG -q /openconfig-interfaces:interfaces/interface[name=Ethernet0]/subinterfaces/subinterface[index=0]/openconfig-if-ip:ipv4/addresses
username: admin
password: [
{},
{
  "OC-YANG": {
    "openconfig-interfaces:interfaces": {
      "interface": {
        "Ethernet0": {
          "subinterfaces": {
            "subinterface": {
              "0": {
                "openconfig-if-ip:ipv4": {
                  "addresses": {
                    "address": {
                      "4.4.4.4": {
                        "config": null
                      }
                    }
                  }
                }
              }
            }
          }
        }
      }
    }
  }
},
{
  "OC-YANG": {
    "openconfig-interfaces:interfaces": {
      "interface": {
        "Ethernet0": {
          "subinterfaces": {
            "subinterface": {
              "0": {
                "openconfig-if-ip:ipv4": {
                  "addresses": {
                    "address": {
                      "4.4.4.4": {
                        "state": {
                          "ip": "4.4.4.4"
                        }
                      }
                    }
                  }
                }
              }
            }
          }
        }
      }
    }
  }
},
{
  "OC-YANG": {
    "openconfig-interfaces:interfaces": {
      "interface": {
        "Ethernet0": {
          "subinterfaces": {
            "subinterface": {
              "0": {
                "openconfig-if-ip:ipv4": {
                  "addresses": {
                    "address": {
                      "4.4.4.4": {
                        "state": {
                          "prefix-length": 24
                        }
                      }
                    }
                  }
                }
              }
            }
          }
        }
      }
    }
  }
},
{
  "OC-YANG": {
    "openconfig-interfaces:interfaces": {
      "interface": {
        "Ethernet0": {
          "subinterfaces": {
            "subinterface": {
              "0": {
                "openconfig-if-ip:ipv4": {
                  "addresses": {
                    "address": {
                      "4.4.4.4": {
                        "config": null
                      }
                    }
                  }
                }
              }
            }
          }
        }
      }
    }
  }
},
{
  "OC-YANG": {
    "openconfig-interfaces:interfaces": {
      "interface": {
        "Ethernet0": {
          "subinterfaces": {
            "subinterface": {
              "0": {
                "openconfig-if-ip:ipv4": {
                  "addresses": {
                    "address": {
                      "4.4.4.4": {
                        "state": null
                      }
                    }
                  }
                }
              }
            }
          }
        }
      }
    }
  }
}
IPv6: Target defined:
root@sonic:/#  gnmi_cli -insecure -logtostderr  -address 100.94.113.105:8080 -with_user_pass -query_type s -target OC-YANG -q /openconfig-interfaces:interfaces/interface[name=*]/subinterfaces/subinterface[index=0]/openconfig-if-ip:ipv6/addresses
username: admin
password: [
{
  "OC-YANG": {
    "openconfig-interfaces:interfaces": {
      "interface": {
        "Ethernet0": {
          "subinterfaces": {
            "subinterface": {
              "0": {
                "openconfig-if-ip:ipv6": {
                  "addresses": {
                    "address": {
                      "1111::abcd": {
                        "config": {
                          "ip": "1111::abcd",
                          "prefix-length": 8
                        },
                        "state": {
                          "ip": "1111::abcd",
                          "prefix-length": 8
                        }
                      }
                    }
                  }
                }
              }
            }
          }
        }
      }
    }
  }
}
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